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CALYPSO VM2
Hot water heat pump (wall-mounted)

Welcome to the new generation of hot water heat pumps

Welcome to Calypso VM2 – the wall-mounted hot water heat pump that sets new standards in 
efficiency, sustainability and user-friendliness. 
With its compact design, it is the most space-saving solution on the market and impresses with an  
unrivalled noise level of only 37 dB(A).

THE MOST COMPACT PRODUCT  
ON THE MARKET
UNHEARD-OF QUIET
At just 37 dB(A), the CALYPSO VM2 is one of the quietest heat pumps in its 
class – ideal for residential environments. The CALYPSO VM2 is available in 
two sizes: 15 kW and 20 kW.

FUTURE-PROOF EQUIPMENT 
With circulation connection and durable ACI hybrid external current anode  
– a worry-free, long-term solution.

MAXIMUM ENERGY SAVINGS
With an impressive COP of up to 3.82 (150 L, at an ambient temperature 
of 20 °C), the CALYPSO VM2 ensures particularly economical hot water 
preparation – and that with minimal power consumption.

SUSTAINABLE AND ENVIRONMENTALLY FRIENDLY  
The refrigerant R290 used has an extremely low GWP value of only 2 – a 
real statement for climate protection and future security.

FLEXIBILITY WITH PHOTOVOLTAICS  
The integrated PV function allows you to use your own electricity to the 
nearest degree – perfect for households with solar/PV systems.

INTUITIVE CONTROL  
Via the modern multicolour display or conveniently via the Cozytouch app 
and Wi-Fi – full control, anytime, anywhere.

HIGHEST HYGIENE STANDARDS 
The anti-legionella function (selectable 62/65/70 °C) and the integrated 
electric stainless steel heating element ensure hygienically safe drinking 
water at all times.

3x less power consumption 

than a conventional electric  

water heater
«



EASY-TO-INSTALL DESIGN
The CALYPSO VM 2 has been designed for 
smooth installation on site. Ergonomic carry-
ing handles and compact dimensions ensure 
easy installation – even in confined spaces. The 
special recessed handles ensure that the heat 
pump can be transported safely and stably.  
 
Two brackets for optional wall mounting are inclu-
ded as standard.

CAN BE TRANSPORTED HORIZONTALLY 
The ability to transport the CALYPSO VM 2 ho-
rizontally makes transport much easier. Whether 
in a delivery van or on the construction site, the 
compact and stable design ensures that the heat 
pump reaches its destination safely and without 
damage.
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Quick to fit – clever maintenance

MAINTENANCE IN RECORD TIME
Access to the technology is entirely from the front – 
without dismantling the cover plate or air ducts. Only 
four side screws need to be loosened – it couldn‘t be 
easier.

RELIABLE TECHNOLOGY – EVEN IN THE 
LONG TERM
High-quality workmanship, smart controls and robust 
construction make the CALYPSO VM 2 a durable 
product that impresses not only customers but also 
customer service.

MAXIMUM EFFICIENCY AND COMFORT

Flexibility and adaptability 
The specially bevelled grilles ensure optimum air flow in 
recirculation mode and effective separation of intake and 
exhaust air. They can be adjusted to three different posi-
tions and removed if necessary. This allows flexible adap-
tation to different installation situations and requirements.

High performance and reliability 
Optimisations to the air connection nozzles and airways 
ensure high air throughput and thus high performance 
and reliability. 
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NEW CONDENSER WITH MICRO-
CHANNELS: MORE EFFICIENT AND 
ENVIRONMENTALLY FRIENDLY

The CALYPSO VM2 features an inno-
vative condenser with micro-channels 
that is specially designed for the envi-
ronmentally friendly refrigerant R290. 
This enables  better heat transfer 
while reducing refrigerant require-
ments, which not only increases effi-
ciency but also protects the environ-
ment.

1 Highest quality enamel

2 Fan

3 Evaporator

4 Condenser (innovative micro-channel technology)

5 Compressor (resonance-optimised)

6 Intuitive control unit

7 Standard heating element (stainless steel)

8 ACI external current anode

1

2

3

4

5

6

7

8
NEW EVAPORATOR: GREATER HEAT 
ABSORPTION, BETTER PERFORMANCE

The CALYPSO VM2 is equipped with a 
new evaporator that now has 18 rows 
instead of 12. This ensures increased 
heat absorption and thus significantly  
improved performance.



Technical specifications
CALYPSO VM2

100 litres 150 litres 

Item no. 964053 974045

Storage capacity L 100 150

Energy efficiency class A+ A+

Tapping profile M L

Dimensions (HxWxD) mm 1.054x576x588 1.304x576x588

Empty weight kg 57 61

Hot and cold water connection 3/4“ AG

Corrosion protection
Maintenance-free ACI  

hybrid external current anode

Max. permissible operating pressure bar 8

Electrical connection (voltage/frequency) V/Hz 230 V single-phase 50 Hz

Max. power consumption of the device W 1500

Max. power consumption of the heat pump W 300

Power consumption of additional electric heating W 1200

Hot water temperature setting range during heat pump operation °C 50 to 62

Heat pump operating range (air temperature range) °C +5 to +43

Air duct connection diameter mm 125

Air flow rate m3/h 150

Reliability Pressure drop in the air circuit without performance reduction Pa 70

Sound power level * dB(A) 37

Refrigerant quantity R290 g 135 145

COP values according to EN 16147 (A7/A15/A20) 2,71/3,23/3,18 3,19/3,8/3,82

* Noise emission of the product during duct operation, tested in a semi-anechoic chamber in accordance with ISO 3744.

Performance at 20°C air temperature in an unheated room (room air) *

100L 150L

Loss of readiness (Pes) W 12 15

Heating time (th) h:min 6,06 9,19

Reference temperature (Tref) °C 52,7 53,9

Max. usable mixed water volume at 40°C (V40) l 131 201

Annual consumption of electrical energy AEC kWh/a 456 783

 ** Measured performance in factory configuration according to the NF Electricité Performance CdC LCIE 103-15/D specification protocol for autonomous thermodynamic water heaters with storage 
tanks (based on standard EN 16147). To reset the product to its factory configuration, it must be reset in accordance with the protocol described in the ‘Operation’ section of this manual. The out-
door air tests are performed with a system set to ‘jacketed below 4 m’. The ambient air tests are performed with a system configured as ‘unjacketed’. These devices comply with Directives 2014/30/
EU on electromagnetic compatibility, 2014/35/EU on low voltage, 2015/863/EU and 2017/2102/EU on ROHS, and Regulation 2013/814/EU supplementing Directive 2009/125/EC on eco-design.
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