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Charging memory

LDS

Specially designed for loading by external
heat exchangers.

O

[ —

Misprints and technical changes reserved!



CHARGING MEMORY

LDS 200/300/400/500 sy Anode
TECHNICAL DATA T

' Operating pressure: max. 10 bar SH Heating 1 ww e |
B Capacity: 200 L, 300 L, 400 L, 500 L, 800 L, 1,000 L
M Energy-saving PU foam insulation up to 500 L
100 mm ECO SKIN insulation from 800 L

M High-quality dial thermometer

M Hot water outlet on the side
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Loading connections: 4x G 5/4 , ET
Circulation: 1* internal thread

Thermometer sleeve: 1/2* internal thread w Loading | |
2 pcs. Control or measuring socket: 1/2¢ internal thread ~ Control sleeve g VvRe |
Up to 500 L 5/4%; from 800 L 2. <
Possibility for additional water extraction via socket in
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LDS 800/1000
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ACCESSORIES
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B Flange mounted heater D180 I_-F?Eding @
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M Finned tube heat exchanger
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ECO DESIGN-LABELING J U DR

Heat loss ccording to EN 12897 Energy

efficiency class

Type Tapping profile

in kWh/24h Sin watts

LDS 1000

TECHNICAL DATA

Tilted dimen- .
. ] ETF Weight
Type Article.no. sions . h
in mm inmm inkg
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LDS 1000 A 30512 2350 990 1106 1246 1774 1904 = = 2300 180/810 270

ETF: Flange installation depth (for built-in heating or finned tube heat exchanger)
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