
Misprints and technical changes reserved!

“

„

Multi-purpose large storage tank 
 (10 bar)

VT-S
FFM
 800 / 1.000 LITRE

This storage line preser-
ves valuable energy th-

rough the energy-
efficient ECO SKIN fleece 

insulation.

INDIRECT WATER HEATERS

WITH
FLANGE
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FLOOR STANDING TANK VACUTHERM 

TECHNICAL DATA
n	Operating pressure VT-S 10 bar
n 	Capacity: 800 L, 1,000 L
n 	100 mm ECO SKIN insulation
n 	Two superimposed flanges (Ø 240 mm) for

built-in electric heater series R n n or built-in
finned heat exchanger (RWT) closed by means
of blind flange plate, second flange not closed

n Drainage via cold water pipe
n Circulation connection 1 1/4“ ET
n Cold and hot water connection 1 1/2“ ET
n Screw-in radiator socket 1 1/2“
n 2 sensor profiles (variable sensor positioning

possible depending on the system)
n 	Mounted external current anode

ECO DESIGN-LABELING

Type
Heat loss ccording to EN 12897

Tapping profile Energy
efficiency class

in kWh/24h S in watts

VT-S 800 FFM 2,66 116,7 3XL C

VT-S 1000 FFM 3,09 134,6 4XL C

TECHNISCHE DATEN

Type Article.no.

Dimensions 
in mm Tilt dimen-

sion
in mm

ETE
in mm

ETF
in mm

Weight
in kg

H Dø A B C E F G

VT-S 800 FFM A 303 11 2.000 1.000 415 683 950 120 1210 1.580 1.960 6/4“/840 2x240/810 237

VT-S 1000 FFM A 305 11 2.350 1.000 415 768 1120 120 1395 1.920 2.300 6/4“/840 2x240/810 295

ACCESSORIES 
n	ATH/ATR, screw-in heater SH, reducing flange

from 240 mm Ø to 180 mm Ø, flange-mounted
heater type RDW/RSW, finned tube heat
exchanger RWT

VT-S 10 YEARS WARRANTY
         ON THE INNER BOILER

ETE: Installation depth Screw-in heating sleeve for SH heating ETF: Flange installation depth (for built-in heating or finned tube heat exchanger)

Insulation
Muffe G2“

Hot water

Circulation

Cold water

Thermometer

Sensor channels

Sleeve G6/4“
Screw-in heater

enamelled inner boiler

VT-S External current anode 
Sleeve 1/2“

2x flange  Ø240

(clear width 175 mm)


