
Subject to misprints and technical changes!

ELECTRIC HOT WATER HEATER

Pressure-resistant small storage tank

KDO 30 L
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ECO DESIGN-LABELING

Type Capacity 
in l

Heat loss according to EN 12897 Electricity 
consumption per 
year in kWh/year

OFF-Peaktable or 
Smart Tapping profile Energy efficiency 

class
in kWh/24h S in watts

KDO 302 Above-sink 30 0,69 29 550 N S C

ACCESSORIES 
n AG-S storage connection set RG ½“

up to 6 bar for above-table mounting

PRESSURE-RESISTANT SMALL STORAGE TANK

TECHNICAL DATA

Type Article no. Heating time 
in h

Connected load 
in kW 

~ 230V

Dimensions in mm Temperature 
setting range 

from - to in °C

Weight 
in kg

A B C D E

KDO 302 Above-sink A10330 1,05 2,0 510 310 235 420 445 10 75 19

TECHNICAL SPECIFICATIONS 
n Capacity: 30 L
n Max. operating pressure[bar]: 6
n Max. operating temperature[°C]: 95
n Operating indicator light
n Available in above-sink version
n Stepless temperature control up to 75°C
n Pressure-resistant, single-layer enamelled steel

sheet inner boiler with magnesium anode
n Baked enamel, white powder-coated

steel sheet outer casing
n Without connection cable
n Cold and hot water connection RG ½‘‘
n Cooper heating element
n Drainage via cold water pipe

ABOVE SINK VERSION

E D

The small storage tanks in this series are pressure-resistant storage tanks whose enamelled inner containers are addi-
tionally equipped with a magnesium anode and are therefore particularly corrosion-resistant. The big advantage of the 
pressure-resistant small storage tank is that the expansion water does not drip into the sink, but into the safety valve. 
This prevents limescale stains.


