
WA L L - M O U N T E D  TA N K

WALL-MOUNTED
ELEC TRIC TANK
VACUMAIL E 050
VACUMAIL E 080
VACUMAIL E 100
VACUMAIL E 120

Guarantee period x 2

6-year guarantee on the internal boiler



n	 Space-saving low design in capacities of 50, 80, 100 and 120 
litres (up to 150 litres available on request)

n	 VACUMAIL® – Enamelled steel boiler with sacrificial anode, insu-
lated built-in heating elements and guard circuit shunt resistor for 
optimal protection against corrosion. Operating pressure max. 6 
bar

n	 High-quality thermal insulation of the boiler via direct PU foaming
n	 Attractive white powder-coated sheet steel outer cladding
n	 Heat-up time of 4 or 6 hours (switchable)
n	 Integrated wall-mounting
n	 Operation via combination capillary tube thermostat on the front 

side (with integrated safety temperature limiter)
n	 Energy saving setting at approx. 65 °C
n	 Frost protection setting
n	 Installed capillary tube thermometer

FEATURES:

Vacumail E050

Vacumail E080

Vacumail E100

50

80

100

120

Type
Empty
weight

kgHBA

Dimensions in mmConnection
voltage

in V

Power
kW

Heating
time

h

Nominal
capacity
in litres

6/4

6/4

6/4

6/4

0,85/1,15

1,10/1,75

1,65/2,30

1,65/2,80

~ 230

~ 230

~ 230

~ 230

130

280

280

280

350

400

600

600

569

760

884

1019

33

40

46

52

Technical data:

Vacumail E120

ACCESSORIES:
n	 Connection set ½‘‘ AGS
	 (opt. with pressure reducer DMV)

WA L L - M O U N T E D  E L E C T R I C  TA N K
VA C U M A I L  E 0 5 0  /  E 0 8 0  /  E 1 0 0  /  E 1 2 0

Guarantee period x 2

6-year guarantee on the internal boiler

n	

n	

Even more protection against corrosion through

appropriate dimensioning of the magnesium pro-

tection anode and optimisation of the Email tech-

nology

Extended service intervals: every 3 years instead 

of 2, as previously

Cold water

Hot water

Thermometer

Control button
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Head office and factory: Austria Email AG
A-8720 Knittelfeld, Austriastrasse 6 
Phone (03512) 700-0, Fax (03512) 700-239 
Internet: www.austria-email.at 
E-mail: office@austria-email.at

Customer Service: Phone (03512) 700-297
E-mail: kundendienst@austria-email.at

Sales offices Germany:

Germany North/East 
D-14770 Brandenburg, Beetzseeufer 3
Phone 0049/(0)3381 / 766-0
Fax 0049/(0)3381 / 766-244 
E-mail: sgobi@austria-email.at

Germany South 
D-92637 Weiden/Opf., Parksteiner 
Strasse 49
Phone 0049/(0)961 / 63 490-0
Fax 0049/(0)961 / 63 490-30
E-mail: ahirmer@austria-email.at
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1,08
1,23
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1.398
1.313
1.320
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30,0
39,6
45,0
51,3

ECO DESIGN - LABELING

TECHNICAL DETAILS

Type

Vacumail E050
Vacumail E080

Vacumail E100
Vacumail E120

 
 

in kWh/24h

Electricity 
consumption per 
year (kWh/year)

Suitable for off-
peak systems or 

with smart meter Zapf Profilein Watt

Heat loss in EN 12897
Energy

Efficiency
Class

Content
in litres


